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ACR

ResQLink™ View
Multi-Terrain PLB with Display

Ocean Signal

RescueME™ 
PLB1
World’s Smallest PLB

406Link™
Advanced Testing with Messaging
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ACR

ResQLink™ 400
Multi-Terrain PLB
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ACR Skins
For Modern Expression. ACR Exclusive.
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PLBs
Evolved.

Built-in
LED Strobe

406 MHz & 
121.5 MHz

Fast GPS 
Acquisition
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Ultra Small & 
Light weight

28* Hours 
Operational Life

Digital Display ��
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No Subscription 
Required

Built-in 
Buoyancy

Fast GPS 
Acquisition

Infrared & LED 
Strobe

406 MHz & 
121.5 MHz
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Camo & Aqua 
Marine Skins 
Included with 
ResQLink View
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Comparison
Personal Locator Beacons

SERIES

Featuring the:

Attachment Kit Included on all PLBs

RescueME
PLB1

ResQLink
400

ResQLink
View

BATTERY*

REPLACEMENT/
OPERATION

7 YEARS

24+
HOURS

5 YEARS

24+
HOURS

5 YEARS

28*
HOURS

SIGNAL 
STRENGTH

5.0
WATTS

5.0
WATTS

5.0
WATTS

SELF TEST
GPS TEST

5121.

406

STROBE AND 
INFRARED 
STROBE

ONLY
LED

STROBE

BUILT-IN
BUOYANCY

LCD 
DISPLAY

INCLUDES
EXCLUSIVE

SKINS

NO 
SUBSCRIPTION

NECESSARY

How does
it work?

Facilitate rescue from
the palm of your hand. 

This is the science of survival.

Search and Rescue
Dispatched
GPS coordinates and a 121.5 MHz 
homing signal lead rescuers to 
your location.

Distress Message Relayed 
406 message and GPS 
coordinates are sent to the 
closest local Search and Rescue 
organization.

ResQLink 
Personal Locator Beacon
is activated. 
406 MHz Distress Message, 
including GPS coordinates, is 
sent to worldwide emergency 
satellite network.

Personal 
Locator 
Beacon
Series
Wilderness. Adventures. Rescue.  

www.ACRARTEX.com

ACR Electronics, Inc.
5757 Ravenswood Rd.

Fort Lauderdale, FL
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*Based on test report from accredited laboratory.
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